
Installation instructions 

These are general installation instructions that apply to most of the barend sliders produced by Rhino Motorcycle 
Products.  

Type I – Interference fit barends 

These sliders wedge themselves into hollow handlebars or clipons by using an adapter and a locking wedge.  The 
locking wedge is drawn into the adapter causing it to expand and lock into the handlebar. Tighten the screw to expand 
the adapter so that the adapter slides into the bar with a little resistance. This will ensure that the adapter will press 
against the inside of the bar and won’t rotate as the screw is tightened fully. Insert the barend to the desired depth. 
Warning: make sure that the barend on the throttle side is not pressed into the bar so far that it interferes with 
the throttle operation. There should be a small gap between the barend and the throttle side grip. Once the 
barends are inserted, grasp the body with one hand and tighten the cap screw with a 5mm hex key. Tighten until the 
barend fits tightly in the bar and does not spin. Repeat the procedure on the other side. To temporarily remove the 
barend, remove the screw and barend completely, leaving the adapter and locking wedge in the bars. To permanently 
remove the barend, loosen the cap screw approximately 4 full turns. The locking wedge will have lodged itself into the 
adapter after only a few days, so dislodge it by knocking on the end of the screw sharply. This will pop the wedge out 
of the adapter and the adapter should be able to be removed. It may be reinstalled at a later time if desired. 

Type II – Barends using OEM hardware 

Some OEM bars provide a permanent threaded hole for the barend to thread into. In a lot of cases the original factory 
screws can be reused to install RhinoMoto barends. These barends will accept either M8 or M6 socket head cap screws. 
The original screws may be either of these two sizes, but the screw lengths or head styles may be incompatible with the 
RhinoMoto barends. Please contact us at info@rhinomoto.com if this is the case and we will determine what type of 
hardware is needed. It will be provided at no additional charge. 

Mirror Mounts 

Mirror mounts are barends designed to accept barend mirrors, such as the CRG Lanesplitter mirror 
(www.constructorsrg.com). These barends are identified by the large groove in their bodies. Install the barends per the 
instructions above, then mount the mirrors per the manufacturer’s instructions. 

RhinoMoto barend sliders are very durable and will provide years of protection for your motorcycle. Any light 
scratches in the buttons may be removed by polishing with 000 steel wool. Take care NOT to brush black 
powdercoated barend bodies as this will damage the finish. Remove the buttons first to touch them up. Stainless 
bodies may be polished with steel wool to brighten their finish. Replacement buttons can be ordered at a fraction of the 
price of new barends should they become damaged. Other button styles are also available to suit the tastes of our 
customers. They may be found on our web site at www.rhinomoto.com 

Important – RhinoMoto sliders are designed as an aid to help reduce the chance of damage to your motorcycle in the 
event of a fall. There is no way to reliably predict what a motorcycle will do when it tips over, so it is impossible to 
design a product that will guarantee that it will prevent damage in all cases. RhinoMoto sliders are not designed to offer 
any protection to the rider in any circumstances and as such should not be considered safety devices. RhinoMoto 
assumes that a qualified mechanic will install these products. If you are unsure about your ability to correctly install 
these sliders, return them uninstalled to the place of purchase for a refund. 
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